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DRACON DIVISION 


Facilities and Capabilities 
|. Self-Support Racks 
A. Aluminum 19" and 23" Racks 
B. Dimensions, Hole Spacing For Self-Support Racks 
C. Ordering Matrix For Self-Support Racks 


. Overhead Support Racks 
A. Aluminum 19" and 23" Racks 
B. Dimensions, Hole Spacing For Overhead Support Racks 
C. Ordering Matrix For Overhead Support Racks 


. Aluminum Swing-Gated Relay Racks 
A. Floor and Wall Mounted 
B. Wall Mounted 
C. Floor Mounted 
D. Ordering Chart for Swing-Gated 
E. Dimension, Mounting Options 
. Special Racks & Cabinets 
A. Dutch Door, 32175 Type 
B. 180° Swing-Gated, 30280/33280 Type 
C. Free Standing, 40000 Series & Accessories 
DaGustom: Products 
. Rack Mounting Hardware and Accessories 
For Self-Support and Overhead Support Racks 
Installation Kits 
Rack Spacer Kits 
Panel Adapters 
. Rack Filler Panels 
Ground Kits 
Guard Rails 
. Rack Dolly 
. Angle & T-Bar Mounting Brackets 
Equipment Tray 
Handset Hanger 
Rack Base Dust Cover 
Support Wheel 
. Swing-Gated Mounting Accessories 
VI. Warranty Statements 
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~ CERTIFICATE OF COMPLIANCE 


, oe We certify. tat our racks, panels and associated Behorent conform to ANSI 
- Standard €83.9-1972 and EIA Standard RS-310-B. ; 


) We certify that material certifications, physical, chemical and miccirieal test 
reports are kept on file for purpose of examination and indicate conformance 
with applicable specification requirements. ; 


. All processes involved requiring government process approval for products 
manufactured in accordance with MIL-Il-45208A, have been so approved 
and documents are on file, subject to examination. — 


. "We hereby certify that our goods are produced. in compliance with all 
applicable requirements of sections, 6, 7, & 12 of the Fair Labor Standards 
Act, as amended, and of regulations and orders of the United States Depart- 
ment of Labor issued under Section 14 thereof” 


Facilities and Capabilities 


Dracon, now a division of the billion dollar Harris 
Corporation, has evolved over the past twenty-five years 
from a small precision machine shop to a major developer 
of telecommunication products. 


Dracon is currently expanding at a growth rate of about 
20% annually, we are continually augmenting our capabil- 
ities in metal fabrication as well as plastic injection molding 
and electronics with the most sophisticated machinery 
and the latest technology. 


Metal fabrication is a vital entity within the total product 
development of both custom and proprietary products. 
This total in-house facility manufactures all Dracon alumi- 
num equipment racks, cable runaway (cable 

trough or cable rack), mounting brackets, sheet metal 
products for our electronics line of products and many 
other metal assemblies for our wide range of customers 
in both the telephone and OEM industries. 


Over 1000 Aluminum and Steel Relay and 
Equipment Racks. 


Ours is probably the largest and most complete line of 
lightweight aluminum relay and equipment racks 

in the telecommunications industry. Dracon racks are built 
to telephone and EIA standards. 


We carry 19 and 23 inch Self-Support and Overhead 
Support channel type racks in aluminum. 

We also carry floor mounted, wall mounted Swing-Gated 
racks as well as many special purpose racks. Most styles 
are available with either EIA or telephone industry 
standard mountings. 


A full range of custom and special order racks are available. 


All Dracon Racks are finished in gold or clear iridite or 
painted with a baked gray enamel. Other colors are 
available on special order. We welcome your custom and 
special requirements for Racks and metal products. 
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One of our many punch presses that was designed by Dracon. Other specially 


designed presses and automatic tapping machines are used in the manufacturing 
of special equipment racks, cable runways and other precision metal products. 


Our Quality Control department assures 
customer satisfaction on all metal fabricated pro- 
ducts. Each assembly and sub-assembly is 
checked for specification accuracy. 


/n our metal fabrication department the product is 
transferred on an overhead crane first through a 
series of metal cleaning tanks with chemicals to clean 
and prepare them for final finishing. 


Aluminum Self-Supported 
Channel Type Racks 


Specifications: 

Material: 6061-T6 Aluminum Extrusion 

Uprights: 3"x1.410 Channel, %" thick 
EIA: 3"x1.265 Channel, 4" thick 


Note: See extrusion cross 
section on page 6. 


Base Angle: 4"x6"x %" thick 
Top Cross Member: 1"x%" bar (pair) 


Panel Mounting Holes: 12-24 rolled 
threads either: 
A. 1%"-%" hole pattern front flange only 
B. %" hole pattern front flange only 
Cc 
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.1%"-¥%" hole pattern both flanges 
. Other hole patterns and hole sizes 
are available on special order. 
E. For number of mounting spaces 
see Ordering Matrix on page 4. 


Finish: Gold or Clear Iridite or Grey 
Baked Enamel 


Shipping: Self-Support racks are packed 
disassembled in individual 
cartons for minimum shipping 
weight and easy storage. 
Assembly hardware is included. 
Available pre-assembled please 
contact Dracon direct. 


Ordering Information 
Refer to Self-Support Ordering Matrix on page 4. 
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Self-Support Rack With 
Top Angle Bar 


These racks are the same as the standard 
self-support rack with the exception of the 
top cross member. 


A 2"x2"x\%" top angle cross member on 
the front side offers a means of additional 
overhead support. See Top Angle detail on 
page 7 for hole dimensions. 


Note: There is one inch less panel mount- 
ing space on this style of rack. 


Web and Rear Channel Dimensions Self-Support Racks 


V2 -20 
PRESS NUTS 


1.12 DIA. 
2 HOLES 12-24 THREAD 


12-24 
THREAD 


V2 -20 
PRESS NUTS 


REAR CHANNEL 
No. of Rear SURFACE 
RACK HEIGHT Channel Holes For racks drilled one side only. 
DIM.A [ .656 


oe 
6'0" 
6'6" 
Oe 
ZGs 
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8'8" 
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TO} 
10'6" 
Tag 
11,6" 


“Dimension B indicates space between first mounting hole and bottom 24y," 
of top bar. (See illustration on page 2.) : 
For dimension B on Self-Support Racks with top angle consult chart 
on page 7. 
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self-Support Racks Ordering Matrix 


Use this matrix for ordering Self-Support Racks 


Example: 46025-102 
ACK TYPE Select the numbers that correspond with the 
rack feature you require from the charts above. 
Combining these numbers should give you an 
Self-Support—Aluminum, with top angle 8 digit part number. 


Self-Support—Aluminum 


1. The first three digits determines the rack 
type, i.e., 460 = self-support. 
MOUNTING PANEL WIDTH 2. This single digit determines the panel width, 
19 inch I.e., 2= 23 inch. 
23 inch 3. This digit is used to determine the hole pat- 
19 inch EIA tern, i.e., 5= 1%-% C-C drilled on two sides. 
4. Use this number for 
your desired finish, 1.e., 
1%"-%"" C-C, 12-24 thd., One Side 1=Grey Baked Enamel. 
%)" C-C. 12-24 thd., One Side 5. These two final digits 


Sie Ee are for rack height, I.e., 
1%"-%" C-C, 12-24 thd., Two Sides 606 ee ck 


Gold Iridite, Aluminum only 


Grey Baked Enamel 


Clear Chem Film, Aluminum only 


SELF-SUPPORTED Number of 
RACK HEIGHT Mounting Spaces 


HEIGHT 1%-% Vp 
5 ft. 6 in. Be [116 
6 ft. 37 129 
6 ft. 6 in. 40 [441 
7 ft. 44 153 
76 in. 47 | 165 
8 ft. 50 ae 
8 ft. % in. 51 N/A 
8 ft. 6 in. 54 189 
8 ft. Bin. 55 193 
9 ft 57 201 
9 ft. 6 in. 61 Die 
10 ft. 64 225 
10ft.6in. | 68 P37 
11 ft. 71 249 


Nipaereuige 74 258 


Note: Many other styles, types and hole 
ie patterns are available. Please inquire with our 


customer service department. 


Aluminum Overhead Supported 
Channel Type Racks | 


Specifications: 
Material: 6061-T6 Aluminum Extrusion 


Uprights: 3"x1.410 Channel, %" thick 
EIA: 3"x1.265 Channel, 4" thick 
Note: See extrusion cross 
section on page 6. 


Base Angle: 4"x6"x %" thick 
Top Cross Member: 2"x2"x%" top angle 


Panel Mounting Holes: 12-24 rolled 
threads either: 

A. 1%"-%" hole pattern front 
flange only 

B. %" hole pattern front flange only 

C. 1%"-%" hole pattern both flanges 

D. Other hole patterns and hole sizes 
are available on special order. 

E. For number of mounting spaces 
see Ordering Matrix on page 4. 


Finish: Gold or Clear Iridite or Grey 
Baked Enamel 


Shipping: Overhead Supported racks are 
shipped as a single welded unit 
packed in individual cartons for 
minimum shipping weight and 
easy storage. 

Ordering Information 


Refer to Overhead Supported Ordering Matrix 
on page 8. 


1 7%," 
18%6" 


For Dimension B see Chart on Page 7. 


CHANNEL EXTRUSION CROSS SECTIONS 
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Web and Rear Channel Dimensions Overhead Support Racks 


V2 -20 
PRESS NUTS 


12-24 THREAD 


Y2-20 
PRESS NUTS 


WEB SURFACE REAR CHANNEL SURFACE 
For racks drilled one side only. 
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*Dimension B indicates space between first mounting hole and bottom 615% 6" 101%46_" 
of Top Angle. (See illustration on page 6.) - : 
20% 24% 


Overhead Support Racks Ordering Matrix 


Use this Matrix for ordering Overhead Support Racks 


Example: 47025-102 
Select the numbers that correspond with the 
rack feature you require from the charts above. 


RACK TYPE Combining these numbers should give you an 
470 | Overhead Support-Aluminum 8 digit part number. 


1. The first three digits determine the rack type, 
i.e., 470 = Overhead Support Aluminum. 
nora eo This single digit determines the panel width, 

i.e., 2= 23 inch. 
ZL 3. This digit is used to determine the hole pat- 
19 inch EIA tern, i.e., 5= 1%-% C-C drilled on two sides. 
4. Use this number for 
your desired finish, 1.¢€., 
We "CC 1224 thde One Side 1=Grey Baked Enamel. 
%" C-C, 12-24 thd., One Side 5. These two final digits 


1%"'-%y"" C-C, 12-24 thd., Two Sides are for rack height, 1.e., 
O2=6 ft. Gin. rack. 


MOUNTING PANEL WIDTH 


Gold Iridite, Aluminum only 


Grey Baked Enamel 


Clear Chem Film, Aluminum only 


OVERHEAD SUPPORTED Number of 
RACK HEIGHT Mounting Spaces 


CODE HEIGHT 1%-% Vp 
03 7 tt. 43 149 
os | oh Bip. 46 | 161 

15 8 ft. 49 1172 

06 | 8 ft. % in. 50 N/A 

U7, 8 ft. 6 in. 53 184 

o7 | 8 ft. Bin. aes 

os | 9 ft. 5g 1196 

09 9 ft. 6 in. 60 

16 10 ft. 63 

10 10 ft. 6 in. 67 

11 11 ft. | ze 

12 11 ft. Gin. we 

13 11 ft. 8in, 74 


Note: Many other styles, types and hole 
»« x x xX X Pay X X X patterns are available. Please inquire with our 


customer service department. 


Aluminum Swing-Gated Relay Racks 


General Description 


Harris-Dracon’s Swing-Gated Racks 
provide for mounting equipment in closets 
and other confined areas, allowing access 
to the back of the equipment and to the 
wall behind the rack. A unique latch permits 
the gate to be locked open in various 
positions up to 90° These lightweight 
racks were designed for key telephone 
systems and PBX’s and have solved many 
installation problems. 


These racks are made of special channel 
and bulb angle sections which are propri- 
etary with Harris-Dracon Division. This 
aluminum extrusion was designed for 
maximum strength with minimum weight. 
Swing-Gated Relay Racks are shipped 
disassembled in individual cartons complete 
with all necessary hardware and assembly/ 
installation instructions. These racks may 
also be ordered pre-assembled or welded 
on special order. Finished in high-quality 
gold iridite coating, they are both attrac- 
tive and corrosion resistant. 


General Specifications: 
Material: 6061-T6 Aluminum Extrusion 


Uprights: Channel Type: 
3"x 1" x %" thick. Mounting 
flange is .188 
Bulb Angle Type: 
3"x1"x %" thick. Mounting 
flange is .188 
Bulb is Ae" dia. 


Post: Rectangular tube extrusion 
Sual44 Xa thick 
Panel Mounting Holes: 
12-24 Rolled threads either: 
A. 1%"-%" hole pattern 
B. %" hole pattern 
C. Other hole patterns available 
on special order. 


Gate Latch 


This unique latch simplifies both installation 
and maintenance of equipment mounted in 
our Swing-Gated Racks. The Latch allows 
the hinged gate to be locked open at 45° 
and 75° for easy access to rear of equip- 
ment and back wall. 


LOCK ROD-~ SPRING 
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31700-000 OR 31800-000 > BG 
TOP SUPPORT BRACKET Si 


2 Le 


30000 /33000 
Series 


31350-000 
BASE 
DIMENSION CHART 


19" RACK TYPES |HEIGHT| A 


Six and Three Foot 
Floor and Wall 
Mounted 


31700-000 OR 31800-000 
TOP SUPPORT BRACKET 


31000/34000 


Series 


A> 


SS 
“S 31350-000 BASE 


DIMENSION 
B c 


30000/33000 
30001 /33001 
31000/34000 
31001/34001 


23" RACK TYPES 
30000/33000 
30001 /33001 
31000/34000 
31001/34001 


22% " 


26%" 


1% 6" | 18%" 


- 14"-%" 
1 
cia 


colt six and Three Foot 
spies 2 Wall Mounted 


TELESCOPE 
BRACKET 


31750-000 


30250/33250 Series practer’ 31250/34250 Series 


DIMENSION CHART 


DIMENSION HOLE 
19" RACK TYPES | HEIGHT PATTERN 
6 
6 


30250/33250 | 6f. | 1y"-%" 
20251/33261 en. | ea ee 


ft. 
ft. 

31251/34251 : 
23" RACK TYPES 
. 
| 211949" 


31250/34250 oe 
31251/34251 3 


31550-000 
POST SUPPORTS 


31350-000 BASE 


31200/34200 Series 


DIMENSION CHART 


DIMENSION 


HOLE 
PATTERN 


19" RACK TYPES C D 
31200/34200 | 3tt. : ; ; 5 
31201/34201 22%" | 171%." | 18%6" | 38% 


14"-%" 


23" RACK TYPES © 


31200/34200 
31201/34201 


Bi 134," 


" " 
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Swing-Gated Relay Racks Ordering Chart i 


Use the eight digit part number for the size and style of rack you desire. 
Many combinations of mounting heights and uprights are possible. This chart 
also provides part number information for mounting hardware for standard 
assemblies. Mounting hardware is described on page 25. 


RACK RACK SPACE | SPACE | PATTERN | UPRIGHTS] SUPPORT SUPPORT PAIRS 
: co 
: 40 

40 


N 
iN 


70 
36 
36 
36 
36 
36 
36 

O 


: aera 
sso00%e) 025 [ore rosea wat wanes [70 [| a | oak 
7 [afm fom | __|sirsoanoze 
| 
Ae 


S 
3 
) Bove 
- 3 


cigs | eens foie 


34260-019] 023 _| 3 ft., Wall Mounted 
34251-019| -023_| 3 ft., Wall Mounted S 


6 
6 
6 
6 
6 
6 


PART NUMBER UPRIGHTS HOLE MOUNTING Rack Component 
30300-019 | -023 Channel V4-20 40 Spaces The component parts of Dracon 
303010197 -023 Channel ee 72 Inches Swing-Gated Relay Racks may 

i be purchased separately for 
BECO O12 iy O22 Channel VA-2" 20 Spaces assembly to meet your partic- 
31301-019 Channel yy," 36 Inches ; ular application. This chart 

i provides the ordering informa- 
33300-019 | - Bulb VA-72" 41 Spaces tion for basic rack and post 
82301-0179.) )- Bulb yn FO inches assemblies without standard 


mounting hardware. 


34300-019 - Bulb 1%-%" 20 Spaces 


+ 


34301-019 4 Bulb Y," 36 Inches 
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Swing-Gated Rack Mounting Options 


CHANNEL EXTRUSIONS 


TOP VIEW TOP VIEW 
Equipment shown mounted Equipment shown mounted 
in normal gate position. with gate reversed. 


NOTE: Equipment can be mounted facing front or 


rear, on outside of gate only. 


BULB ANGLE EXTRUSIONS 


TOP VIEW/INSIDE MOUNTING TOP VIEW/OUTSIDE MOUNTING 
Equipment shown mounted in Equipment shown mounted 
normal gate position. with gate reversed. 


NOTE: Equipment can be mounted on inside or outside 
of gate facing front or rear. 


CHANNEL & BULB ANGLE CROSS SECTIONS 
FOR SWING-GATED RACKS 


.437 Dia. 


BULB ANGLE EXTRUSION 


Special Purpose Racks and Cabinets 


Dracon Division has always prided itself in the ability to provide 
custom designed and engineered racks and enclosures for the 
OEM market or the telecommunications industry. We have become 
the foremost manufacturer of problem solving products. 


The following pages show a number of our custom racks that 
were designed to answer our customer’s specific needs. Maybe 
one of these is just what you are looking for, if not, let us make 
it for you. 


Call our customer service department with any special request. 


Dutch Door Relay Rack 


Application 


1. This unique rack simplifies installation and 
maintenance of PBX and key telephone sys- 
tem’s equipment in confined areas. 


. Constructed of our Bulb Angle Aluminum 
extrusion and welded for heavy equipment 
loads. 


. Lower portion with one gate may be installed 
individually and second gate added as addi- 
tional mounting spaces are required. 


Ordering Information 


Mounting Hole 
Part Number Description Spaces Pattern 
O72 1W/5-OOO Mr Ol OUich a2 
Door Rack 


| o*centers 
180° Swing-Gated Rack 


Application 

1. Simplifies installation and maintenance of PBX and 
Key Telephone System equipment in confined areas 
and shallow equipment closets on customer’s premises. 

2. Gate will normaliy stand behind and parallel to the 
closet door and can be swung outward, allowing full 
access to the closet space, the rack mounted equip- 
ment and back wail. 

3. Adjustable top support bracket can be moved to any 
one of 6 positions to adapt to various standard closet 
door dimensions. 

4. Mounts either behind the right or left hand door jamb 
or against the back wall of the closet. 

5. Shipped disassembled in compact carton for easy 
transportation. 

Weight approximately 30 Ibs. 


Ordering Information 
PART NUMBER 


| MTG. HOLE 1%" 
UPRIGHTS SPACES |PATTERN | SPACE 


19" RACK |23" RACK 


30280-019 | -023 Channel 71% 1%-¥%" 41 
30281 -019 


2023 


Channel 72 y," a 


Optional 
Support Wheel 
41015-000 


— 


35280-0197) 3-023 Bulb Angle | 71% 1%-%" 41 
-023 


33281-019 Bulb Angle | 72 ye" — 


Double-Sided and Double-Gated. 


Application 

1. The double sided and double gate Relay Racks 
are arranged to provide two hinged equipment 
mounting gates on opposite sides of a fixed frame. 

2. Available in either 6%' or 7' heights. 

3. Accommodates either 19" or 23" equipment 

panels. 

. Standard hole patterns are 1%"-%" or 4! 

. Top of the assembly serves as a cable trough. 

. Hardware for assembly and for attaching adjacent 

racks or trunk boards are included. 

7. These racks may also be ordered with support 
wheels on the outside of the gates to add support 
for heavy loads. 

8. There is 12%" of equipment mounting space 
between the mounting faces of the gates. 


NOTE: Standard practice should be used 
when securing base to the floor. 


Oop 


Contact Dracon Customer Service for more details. 


40000 Series F'ree-Standing 
Rack and Accessories 


Application 
1. Excellent mounting for 23” equipment. 
2. Can be permanently floor mounted or made portable 
with caster set. 
3. Finished in gold iridite with bulb angle uprights. 
. Rack will accept panel adapters for mounting 19” 
equipment. 
. Shipped disassembled in compact cartons for easy 
transportation. 


So 3S 3S 06 09 009 00 93 FO 30 09 OS DO BBGIGOGS 6% G0 0005 OH 


Ordering Information 
7 Ce g 


a 
MTG. 
SPACES 


y" 
%" 


GCSE Si coe 


Vinyl Cover 
1. Protects equipment from 
dust and other damaging 
elements. 
. Side closures allow easy 
accessibility. 
. Vinyl is .012 mils thick and 
gray in color. 


Cover Support Assembly 


1. Provides top support for 
vinyl covers 
. Assembly is 17” x 26” 
Overall 
. Finished in gold tridite 
. Hardware for mounting to i wi! 
rack is included of mt! : ' 
Note: Support can be mod- He Ba Ordering pc auen 2 
ified to allow a 46000 Self- | i A Arann: here 
Support Rack to accept a | a 40230-000 Ba 
ae ees es 40230-001 (vented) 39” 
Ordering Information eS sie ogaaierce” 40250-000 60” 
Part Number 40200-000 ee ee wre 40270-000 84” 


Caster Sets 
som 1. Converts free standing racks 
into portable racks. 


ah 2. Three sizes and styles avail- 
able: furniture style casters 
with clamps or ball bearing 
3" swivel wheel type caster. 
2"%e" WOOF . Caster Set 40152-000 con- 
sists of two regular casters 
| and two break casters, 3” 


diameter. 


Ordering Information 

Part Number 

40150-000 _ Furniture style casters with brackets 
40151-O00 4 Wheel casters 2” diameter 
40152-000 2regular &2 break casters, 3” diameter 


Rack Accessories and Mounting Hardware 


Panel Adapters 

1. Allows 19" panels to be mounted in 23" 
racks. 

2. Finished in both gold iridite or gray enamel. 

3. Standard hole pattern is 1%"-%" other hole 
patterns available on request. 


Ordering Information 
Refer to charts 
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Rack Installation Kits 
1. Installation hardware used for securing 
equipment racks to wood or concrete floors. 
2. Also included are: 
¢ 60 12-24 x %" equipment panel mounting 
screws 
e Spacers and hardware to secure adjacent 
racks 


Ordering Information 

Part Number 

40600-000 for self-support racks 
40601-000 for overhead support racks 


Rack Spacer Kits 

1. Provides a stand-off space between equip- 
ment racks that are mounted side by side. 

2. Kits include 2 spacer plates 3" x 1" x 4%" thick 
aluminum and mounting hardware. 


Ordering Information 
Part Number 
40602-000 _Iridite 
40602-100 Gray 


30410 Series 
“4, 
1 
30410-100 
30430-000 3 lridite 
30430-100 3 Gray 
30440-000 4 
4 
30450-000 Iridite 
Adapter pairs for mounting panels in the center of a rack. 


Single Adapter for mounting panels to left or right of rack. 
30420-000 
30450-100 

1%" 
NUMBER SPACES FINISH 
1 
1 
2 
2 
= 
3 
4 
4 
5 


1%" 

NUMBER SPACES FINISH 
30410-000 lridite 
30420-100 
30440-1005 de Ss Gray 

31410 Series 
31410-000 
31410-100 


SRE) eee ae 
31450 0007) Ae 
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Equipment Rack Filler Panels 


1. Used to fill empty spaces between mounted 
equipment. 
2. Made of %6" or %" aluminum for 19 or 
23 inch racks. 
3. Finished in gold iridite or gray baked enamel. 
Ordering Information 
Use ordering matrix to determine part number 
of panel required. Select the numbers that 
correspond with the filler panel features you 
require from the charts below. Combining these — 
numbers should give you an 8 digit part number. 


RACK ACCESSORIES 
300 | Filler Panel 


PANEL THICKNESS & WIDTH 


24 | ee ae 
20 Vieux 23. 
26 %" x 19" 


27 Ve K2S5 


FINISH 


Gold Iridite 
Gray Baked Enamel 


Clear Chemical Film 


DASH NUMBER 
| MOUNTING SPACES 
| 


_PANEL WIDTH 
1D 
Be 

| Bo" 
6.97" 
ee?) 
10.47" 
age 
io 
15.72" 
17.47" 
19.22" 


20.977 


O;N/ Do; BR) ws) N|—> 


Example: 30025-105 = Filler Panel %6" x 23!" 
finished in gray baked enamel for 
5 mounting spaces. 


Grounding Kits 


. Provide a common ground bus attached to 
the back of a relay rack. 

. Nylon or aluminum cable brackets. 

. Kit includes a bus rod of No. 6 AWG copper 
wire or copper-clad steel wire (40% conduc- 
tivity); cable brackets and mounting screws. 


Ordering Information 

1. Use prefix 41016 for nylon cable brackets. 

2. Use prefix 41026 for aluminum cable 
brackets. 

3. Add appropriate suffix according to rack 
height from chart: 


| HACKHEIGHT | So" | 6 | ee’ | 7) oT 76" | ay" | Bie" 
GROUNDING |||; : USE SUFFIX: | -012 | -008'| -006 | -001 | - -002 | -003 


OO7 

KITS Hy | Cae le ee 

GUARD RAILS |- RACK HEIGHT: 9 9'6 10 106 11 iO he oye alias: 
USE SUFFIX: | -004 | -005 | -013 | -010 | -009 | -011 | -014 


Example: 

41016-004 = Kit for 9' rack with nylon brackets. 
Note: If rack height is not shown here indicate 
by writing prefix 41016 or 41026-5 ft. etc. 


front extension 


rear extension = 


Guard Rails 


1. Provide protection of equipment in racks from rolling ladders, test gear, or tool boxes. 
2. Made of 4" x 2" aluminum bar. 
3. Finished in gold iridite or gray baked enamel. 
4. May be ordered individually or in sets. Mounting hardware is included. 
Specify full part number from chart below. 


SINGLE GUARD RAILS GUARD RAIL SETS 


NUMBER NUMBER SION WIDTH KIT COMPRISED OF 
40058/40059-119 
40058/40059-023 
40058/40059-123 
19” 40056-019 (2) 
40061-119 40056-119 (2) 
40061-023 7-7" 40056-023 (2) 
lridite 40056/40058-019 
Gray | 40056/40058-119 
Bia" 
5 V4" : Gray 40056/40058-123 
23” 23" 
23° i461" | 28° 
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Equipment Rack Dolly Set 


1. Designed especially for use in plant assembly 

areas 

. TWo piece construction provides safe and 
easy transportation from one area to another 

. Constructed of 3/8 inch aluminum finished 
in gold iridite 

. Wheels may be locked to prevent moving 
during assembly 

. Holds any standard Self-Support Rack either 
19" or 23" widths 


Ordering Information 
Part Number Description 
10175-000 Rack Dolly, one set 


Angle & T-Bar Mounting 


Brackets 
1. For mounting equipment such as key 
telephone units in a 19" or 23" rack. 
2. Angle Brackets are made of cold rolled 
steel angle. 
. T-Bar Brackets are made of extruded 
aluminum. 
. Both styles have 12-24 tapped mount- 
ing holes on 6" centers, hardware to 
mount brackets to rack are included. 


Ordering Information No. of 
Part Number Description Length Spaces 
30013-000 Angle Sh 40 
30014-000 Angle 2m 49 
30015-0000 ‘T-Bar 19" 80 
30016-000_ T-Bar Ze 98 


Equipment Tray 

1. Provides a convenient mounting shelf 
for miscellaneous equipment, test 
units, etc. 


. Made of sturdy .090 aluminum. 


. Finished in gold iridite or gray baked 
enamel. 


Ordering Information 

Part Number Description 
40074-0000 =19" Rack, Iridite 
40074-100  ~=19" Rack, Gray 
40075-0000 23" Rack, Iridite 
40075-100 23" Rack, Gray 
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Protective Cable Duct 


1. Convenient, attractive and protective 
enclosure for cable runs. 

2. Complete with self-contained feed through 
cable brackets and rack mounting hardware. 

3. Finished in gold iridite or gray baked enamel. 


Ordering Information 

Cable Duct may be ordered for either one or 
both sides of the rack. 

Contact Harris-Dracon customer service for 
information. 


Handset Hanger 


1. Provides a neat and convenient mounting 
for telephone handset on equipment racks. 

2. Sturdy aluminum construction covered in 
black vinyl coating. 

3. Mounting hardware included. 


Ordering Information 
Part Number Description 
40635-000 Complete Assembly 


Rack Base Dust Cover 


1. Improves appearance of Self-Support racks 
and prevents the accumulation of dust and 
debris at the rack base. 

2. Snaps securely in place over the base 
assembly, no mounting hardware necessary. 

3. Finished in gold iridite or gray enamel. 


Ordering Information 

Part Number Description 
41050-019 19" Rack, lridite 
41050-119 19" Rack, Gray 
41050-023 23" Rack, lridite 
41050-123 23" Rack, Gray 


Swing-Gated Rack Accessories 


Types: 31100, 
31101, 34100, 


Types: 31050, 
34050, 31120, 
34120, 31081, 
34081, 34121 


Extension Sets 


1. Designed to extend top or bottom of Swing- 
Gated racks. 


2. Increases the panel mounting spaces. 
3. Includes hardware to attach to existing rack. 


Ordering Information 


Refer to Chart 


PART 
NUMBER 


UPRIGHTS 


HOLE 
PATTERN 


MTG. SPACE 
ADDED 


31050-000 


Channel 


h-hh 


3 spaces 


34050-000 


Bulb Angle 


h-hh 


3 spaces 


31 120-000 


Channel 


7 spaces 


341 20-000 


Bulb Angle 


7 spaces 


341 21-000 


Bulb Angle 


12 inches 


31081 -000 


Channel 


| 


8 inches 


3408 1-000 


Bulb Angle 


8 inches 


31 100-000 


Channel 


3 feet 


31 101-000 


Channel 


3 feet 


34 100-000 


Bulb Angle 


Ase 


3 feet 


34101-000 


Bulb Angle 


ye 


3 feet 


3422 1-000 


Bulb Angle 


Vy" 


Support Wheel 


1. May be added to any floor mounted 
Swing-Gate Racks. 

2. Provides additional support to 
heavily loaded racks or to racks 
where top support brackets cannot 
be secured. 


Ordering Information 


Part Number 41015-O00 


22 inches 


Base and Post Support Assembly 


1. Provides additional base support for Swing- 
Gated racks. 

2. Standard mounting on free standing racks. 

3. Includes mounting hardware for attaching 
to rack post. 


Ordering Information 
Part Number 31400-O00 


Base Assembly 


1. Bolted to the floor and provides support to 
the post assembly. 


2. Standard mounting on floor and wall 
mounted racks. 


3. Mounting hardware included. 


Ordering Information 
Part Number 31350-O00 


Post Support Brackets 


1. Provides additional support to racks using a 
31350-000 base. 


2. Standard mounting on free standing racks. 
3. Mounting hardware included. 


Ordering Information 
Part Number 31550-O00, pairs 


Wall-Mount Telescoping Brackets 
1. Provides support to wall mounted racks. 
2. Adjustable with locking screws to hold 
bracket to desired position. 
31750 Type 3. Safety cable device inside prevents acci- 
dental separation of the telescoping tubes. 


Ordering Information 

Part Number Description 

3700-000) Adjusts trom-5'- to 9” 
31800-0000 Adjusts from 8" to 16" 
31750-000 Adjusts from 4" to 8" pairs 


Note: Standard telephone practice should be 
used when mounting wall brackets and/or base 
supports to wall or floor. 


~ WARRANTY 


Harris Corporation/Dracon Division guarantees: equipment a its manufacture. 


“and each-partor component - thereof against all defects in material and/or — . 
~-workmanship-and agree to remedy-any such defect at no charge provided that=* 


the defective unit is returned, transportation prepaid, to the Dracon factory 
~-from which shipment was made. This warranty extends for a-period of one-year 
from the date of installation or initial use; provided that this period shall not 
exceed 18. months. from the date of shipment fromthe factory. Any product 
Z which has been repaired or replaced shall be similarly warranted-as to such 
repair or replacement for the remaining warranty period: of the product as 
originally installed. or 90 days from date: of repair or replacement, whichever 
expires first. This warranty does ‘not extend to products which have been 
“subjected. to neglect, accident or improper use,. nor to-units which. fave HESH 
altered. by other than.authorized Dracon personnel. 3 


No warranties other than-those set in this section (article) are given ¢ or Seles 
with respect to the equipment furnished hereunder and Dracon shall; in-no 
event, be liable for consequential damages, or for loss, damage: or expense 
directly or indirectly: arising from the use of the products, ‘or any. inability to 
use materials, Or from any other cause: 


RETURN OF EQUIPMENT 


--No-equipment or part thereof shall be returned to. Dracon unless the customer 
first-obtains a Return Authorization Number froma Dracon representative. This 
“number's to be well marked-on the shipping container. Containers not so labeled 
will not be accepted. 


Products returned for-““in warranty” repair and return must be shipped prepaid 
to. Dracon. Products returned for.:warranty. repair are subject to: handling 
charges if no defects are found during our inspection: All products returned to 
Dracon should be packaged to prevent damage during shipment. Dracon will 
return repaired units by prepaid freight. Equipment returned for repair, whether 
in or Out of warranty, which is found to be-damaged beyond repaid will either 
be returned to the user “as is or scrapped by Dracon at the user's option: 


Equipment returned for repair, whether in or out of warranty, which has failed 
due. to misuse or-negligence or has. components removed, will be repaired in 
accordance with our standard “out of warranty” charge: 


“Tn warranty” replacements are at no charge. “Out of warranty” replacements 
are charged at 30% of current list. The customer will be allowed 30 days in 
which to return the defective unit: Should Dracon not receive the defective unit 
within that period the customer. will be invoiced at 100% of current list price: 


Defective units, in or out of. warranty, received ‘after the 30 day period has | 
elapsed, will be subject toa ie FESIOCKING. chats in addition to the sional . 
replacement ChACOR RS: = ASS 
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